
297296

TG-213 Series

简述  Description

IP66 IK09

TG-213M
60-75W

TG-213S
35-50W

DMX DALI
K K

18

铝压铸灯体外壳，超白钢化玻璃，耐候PC塑料底座

高透光PC透镜，多种光学组件可选，具有高视觉舒适性和防眩效果

高性能LED芯片，有ON-OFF／DALI／DMX／RGBW多种控制程序选项

防紫外线聚氨酯塑粉喷涂表面，耐腐蚀可以达1000小时以上

无生物蓝光危害风险，符号EN62471：2008标准

所有外部螺钉均为304不锈钢材质

Die-casting aluminium body, super white tempered glass, good weatherability PC plastic base.
Optics with PC lens with high visual comfortable and good anti glare effect, multiple light distribution options.
High quality LED chips, with ON-OFF/DALI/ DMX/RGBW programmed options.
Surface anti-ultravilet pure polyester powder painting, Corrosion resistance can be more than 1000 hours.
No photo-biological risk, in accordance with EN 62471:2008.
All external screws are made of 304 stainless steel.

功率：

光效：

色温：

显色指数：

功能选项：

35W-75W

110-135 Lm/W

3000K / 4000K / 5000K / 5700K

>80Ra / 90Ra

ON-OFF / DALI / DMX / RGBW

35W-75W
110-135 Lm/W
3000K / 4000K / 5000K / 5700K
>80Ra / 90Ra
ON-OFF / DALI / DMX / RGBW

Power:
Nominal efficacy:
CCT:
CRI:
Options:

应用场合：明装功能性照明灯具-安装条件不允许嵌装、立面又需要照明效果或洗亮的照明场所

Applications: Surface decoration functional luminaire-used for tree lighting, building facade lighting and others place.
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TG-213 Series

技术参数  Technology data

TG-213S

TG-213M
Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

LED chips - 3535/5050

TG-213MLED60-16 60W 16 TS4/TS15/TS25/TS40/TS60 570*290*330/2pcs 13.6 1078 2254

TG-213MLED75-16RGBW
LED chips - RGBW

75W 16 TS15/TS25/TS40/TS60 570*290*330/2pcs 13.6 1078 2254

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

LED chips - 3535/5050

TG-213SLED35-9 35W 9 TS4/TS15/TS25/TS40/TS60 450*220*260/2pcs 8.0 1920 4160

TG-213SLED50-9RGBW
LED chips - RGBW

50W 9 TS15/TS25/TS40/TS60 450*220*260/2pcs 8.0 1920 4160

发光角度  Optics

40˚α15˚α 60˚α

TS40TS15 TS60TS25

25˚α4˚-8˚α

TS4 TE1

安装应用  Applications

光学选项  Optical accessories

灯具拥有多款光学配件可选用，为视觉舒适性

提供最有效的照明解决方案，避免不必要的眩

光并减少光污染

The design has a variety of optical accessories 
to option, providing the most effective lighting 
solution for visual comfort, avoiding unneces-
sary glare and reducing light pollution.

导光筒 Spill ring 

“A” Type

蜂窝板 Honeycomb louvre

“B” Type

装饰板 Decorative plate

Normally Type
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TG-213S / TG-213M TG-213SA / TG-213MA TG-213SB / TG-213MB

安装说明  Installation

By adjusting the fixing screw, the lighting can realize the left and 
right and horizontal angle adjustment.

通过调节固定螺钉，灯具可以实现左右和水平角度调节

±15˚±10˚


