


所有连接器均采用防水插头设计，方便快捷易
连接

All connectors are designed with waterproof 
plugs for quick and easy connection

角度可以-90~+90度调节，以实现最佳光学角
度

The Angle can be adjusted from -90 to +90 
degrees to achieve the best optical angle.
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A group of economic LED tunnel lights, complete functions, 
simple and generous shape, suitable for a variety of 
installation sites. The Lamp power range from 80W-320W.
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无工具打开设计，便于维护

Toolless open design for easy maintenance.
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有三种安装支架可选，有壁装顶装两种安装方
式，角度可调

There are three kinds of mounting brackets to 
choose from, there are two mounting methods: 
wall mounting and top mounting, and the Angle 
is adjustable.
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Description

18 IP66 IK08
K K

DALI

S-252 Series

The lamp body is made of high strength die-cast aluminum, simple structure and high strength.
Product performance is stable, durable and reliable; An installation environment that can 
effectively resist long-term vibration.

With a variety of specifications from 80W to 320W, it can meet the installation requirements 
of different environments.

No photo-biological risk, (no risk linked to infrared, blue light and UV radiation) in accordance 
with EN 62471:2008.
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灯体采用高强度压铸铝，结构简洁强度高

超白钢化玻璃，具有高视觉舒适性和均匀配光
备有80W~320W多种规格，可满足不同环境的安装需求
灯具采用三种背面支架固定安装方式，角度可调
无生物蓝光危害风险，符合EN62471：2008标准
道路灯智能远程控制系统可选，可以与远程管理系统兼容
所有外部螺钉均为304不锈钢材质

产品性能稳定，耐用可靠;可有效抵抗长期震动的安装环境

Ultra-white tempered glass for high visual comfort and uniform light distribution.

The lamp adopts three kinds of back bracket fixed installation, the angle is adjustable.

Street lighting control used with smart control technology.It can be compatible with remote 
management system.
All external screws are made of 304 stainless steel.

应用透镜  Optics application

LED Optics T2A / T2B / T2D
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LED Optics T4A / T4B / T4D
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LED Optics T3A / T3B / T3D

90

100100

80

70

60

50

40
30

2010

80

70

60

50

40
30

20 10

90

90

100100

80

70

60

50

40
30

2010

80

70

60

50

40
30

20 10

90

LED Optics T1 / T1B / T1D

80W-320W
150 Lm/W
3000K / 4000K
>70Ra
DALI/D4I

80W-320W

150 Lm/W

3000K / 4000K 
>70Ra 

DALI/D4I

Power:
Nominal efficacy:
CCT:
CRI:
Options:

Applications: Tunnel, workshop, warehouse, exhibition hall, etc.

隧道，车间，库房，展览馆等照明场所:

Technology data

S-252L

Code Power LED Qty Optics Pcs/20" Pcs/40"

S-252LLED240-120

LED chips - 3535/5050 

240W 120 T1D/T2D/T3D/T4D 12

Packing Size Weight

1180*260*110 1615

S-252LLED320-120 320W 120 T1D/T2D/T3D/T4D 12.5

722

7221180*260*110 1615

1080 195

24
0

S-252S

Code Power LED Qty Optics Pcs/20" Pcs/40"

S-252SLED80-32

LED chips - 3535/5050 

80W 32 T1/T2A/T3A/T4A 7.2

Packing Size Weight

700*260*110 2739

S-252SLED120-48 120W 48 T1D/T2D/T3D/T4D 7.2

1330

1330700*260*110 2739

590

24
0

195

S-252M

Code Power LED Qty Optics Pcs/20" Pcs/40"

S-252MLED160-64

LED chips - 3535/5050 

160W 64 T1/T2A/T3A/T4A 10.5

Packing Size Weight

1000*260*110 1919

S-252MLED240-96 240W 96 T1D/T2D/T3D/T4D 10.5

931

9311000*260*110 1919

900

24
0

195

Accessories options

Code

220005660

220005659

Adjustable Angle bracket
220005658顶装支架

Top adjustable Angle bracket
顶装可调角度支架1

Wall mounted adjustable Angle bracket
顶装可调角度支架2

220005657

Wall mounted adjustable Angle bracket
壁装可调角度支架

顶部安装
Top mount

顶部安装，可调节角度
Top mount, adjustable Angle

墙壁安装，可调节角度
Wall mounting, adjustable Angle


