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CS-234A CS-234B

IP65 IK0818

太阳能方形Tž(¿AÄ
Solar Square Bollard Lighting
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Aluminum die casting cover, extruded aluminum body, it can be cut different height.
Microwave sensing control, saving energy efficiency.
Indirect light luminaire for use with led, which has high visual comfortable.
With LiFePO4 battery which usually apply for electric bus.
Surface anti-ultravilet pure polyester powder painting，Corrosion resistance can be 
more than 1000 hours.

With 360° light distribution.

High transparent PC diffuser, it can effectively prevent yellowing and aging.
Low voltage design, safe and Reliable.
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Light emission 360°
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Solar Square Bollard Lighting
CS-234 Series
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0.5W 4W

VIRTUAL MIDNIGHT

People inductionNo people induction

Induction distance 5m
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SeriesCS-234

太阳能板参数  Solar panel parameters 安装说明  Installation instructions

太阳能板尺寸  Solar panel size

名称
Name
最大峰值功率
Maximum Peak Power
开路电压
Open-circuit voltage
最大工作电压
Maximum Power Voltage
最大工作电流
Working current
短路电流
Short-circuit current
太阳能电池片效率
Solar cell efficiency
电池片种类
Cell type
尺寸（mm）
Dimension
工作温度
Operating temp
工作环境湿度
Working ambient humidity
寿命
Lifetime
质保
Warranty

单晶黑底玻璃组件
monocrystalline silicon black base glass assembly
5W(±3%）

7.4V

6.0V

750mA

790mA

20-20.5%

单晶硅
monocrystalline silicon
173*173*4.5-R44

-40℃~85℃

20%~98%(RH)

＞10 years

5 years

6V5W Monocrystalline silicon 
black base glass assembly

65

173

17
3

4-R44

Flip the switch

Sensing distance：5m
Induction Angle：120°

Not mains complementary 
Skip step

Not mains complementary 
Skip step

Turn on : Press and hold the switch for 3 seconds
Turn off : Touch the switch once

1 2

3 4

5

6 7
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长寿命耐用电池  Durable & Long Lifetime Battery

磷酸铁锂电池

最安全的锂化学，高能量密度

内置自动保护，可防止过充电，电流过大和温度过高

高效&持久，可达 4000多个循环 DOD 50%

＞2000 个循环@0.2C，充电/放电在100% DOD

宽温度范围:-20℃~70℃

安装后免维护

19WH/3.2V 6AH

LiFePO4 Battery Pack

2000 cycles

32700 3.2V/6000mAH

Constant Current Constant Voltage

1P

3.65V

≥2.0V

3.0A（0℃~65℃）

-10℃~45℃

-20℃~70℃

参数名称
Item

电池容量
Battery capacity

电池类型
Battery Type

循环寿命
Lifetime in cycles

单元类型
Cell Type

电池单元的数量
Quantity of battery cell

充电模式
Charging mode

充电电压
Charge voltage

放电截止电压
Discharge Cut-off Voltage

最大连续充电电流
Max. Continuous Charging Current

存储温度
Storage Temperature

工作温度
operating temperature

参数值
Parameter value

7

Charging time(min)

Lithium lron Phosphate (LiFePO4) Battery
Safest lithium chemistry with high energy density
Built-in automatic protection for over-charge, over discharge，
over current and over temperature 
Efficient&long-lasting up to 4000+cycles DOD 50%
＞2000 cycles @0.2C，Charge/Discharge at 100% DOD
Wide temperature range:-20℃~60℃
Maintenance free after installation

极低的休眠电流，方便长途运输和储存

微波感应功能

光控功能（天黑自动点亮LED，天亮自动关闭LED）

智能化电池管理，保证电池处于浅充放电状态，延长电池寿命

Extremely low hibernation current facilitates convenient long-distance transportation and storage. 
Microwave sensing function.
Additionally, it features light control functionality, which automatically illuminates the LED in dark 
conditions and turns it off at dawn. 
Intelligent battery management ensures the battery remains in a shallow charge and discharge 
state, thereby extending its lifespan.

QS-03C04WS微波感应LED太阳能草坪灯控制器 QS-03C04WS Microwave Sensing LED Solar-Powered Lawn Light Controller

参数名称
Item

型号
Mode

休眠电流
Standby current

过放电压
Overvoltage

过放恢复电压
Overvoltage recovery voltage

充电截止电压
Charging cut-off voltage

总输出电流
Total output current

输出1输出电流
Output 1: Output current

放电模式
Discharge mode

最大充电功率
Maximum charging power

光控亮灯电压
Light control lighting voltage

光控熄灯电压
Light control off-voltage

遥控距离
Remote control range

QS-03C04WS

参数值
Parameter value

2.65V

2.70V

3.65V

0.9A

0.15A

感应模式

6V 15W

1.0V

2.2V

3-4m

功能描述：
    
    控制器总运行13小时（100%）：有人触发感应，控制器全亮(输出0.9A )；无人触发感应，亮8颗灯珠（输出0.15A）

    控制器搭配自锁按键使用：开关相连→开机，开关断开→关机，如此循环。

0.2mA

Function description：

The controller has been running for a total of 13 hours (100%): When someone triggers the sensor, the controller is fully illuminated (outputting 0.9A); when no one 

triggers the sensor, 8 light bulbs are illuminated (outputting 0.15A)

The controller is used in conjunction with the self-locking buttons: when the switch is connected → the device is powered on; when the switch is disconnected → the 

device is powered off; this cycle repeats.


