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T-75SW
30-40W

T-75MS
30-75W

T-75SS
30-40W

T-75MW
30-75W

T-75 Series

T-75MI
30-75W

T-75SI
30-40W

T-75 Series

LED
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Description

IP66 IK08!"

T-75 Series

Optics application

Die-casting aluminium body, super white tempered glass, Chrome plastic reflector, PMMA plastic diffuser optional.
Optics with PC lens with high visual comfortable and uniform lighting distribution, multiple light distribution options.
High quality LED chips, Driver with 0-10V/DALI/programmed options, and with surge protection up to 20KV.
Classical shape design, with a variety of mounting brackets and different installation methods.
LED module is used inside, which is easy to install and replace.
Surface anti-ultravilet pure polyester powder painting, Corrosion resistance can be more than 1000 hours.
No photo-biological risk, (no risk linked to infrared, blue light and UV radiation) in accordance with EN 62471:2008.
Street lighting control used with smart control technology. It can be compatible with remote management system.
All external screws are made of 304 stainless steel.

LED Optics T2A / T2B / T2D
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LED Optics T4A / T4B / T4D
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LED Optics T3A / T3B / T3D
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LED Optics T1 / T1B / T1D
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Technology data

T-75MI

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MILED30-12

T-75MILED40-16

T-75MILED60-24

T-75MILED75-32

LED chips - 3535/5050

30W

40W

60W

75W

12

16

24

32

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

445*445*665

445*445*665

445*445*665

445*445*665

10.3

10.3

10.5

10.5

195

195

195

195

490

490

490

490

T-75MILED40-42

T-75MILED60-84

LED chips - 3030

40W

60W

42

84

T1B/T2B/T3B/T4B

T1B/T2B/T3B/T4B

445*445*665

445*445*665

10.3

10.5

195

195

490

490

425 425

100

81
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T-75MS

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MSLED30-12

T-75MSLED40-16

T-75MSLED60-24

T-75MSLED75-32

LED chips - 3535/5050

30W

40W

60W

75W

12

16

24

32

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

445*445*665

445*445*665

445*445*665

445*445*665

10.3

10.3

10.5

10.5

195

195

195

195

490

490

490

490

T-75MSLED40-42

T-75MSLED60-84

LED chips - 3030

40W

60W

42

84

T1B/T2B/T3B/T4B

T1B/T2B/T3B/T4B

445*445*665

445*445*665

10.3

10.5

195

195

490

490

T-75MW

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MWLED30-12

T-75MWLED40-16

T-75MWLED60-24

T-75MWLED75-32

LED chips - 3535/5050

30W

40W

60W

75W

12

16

24

32

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

T1/T2A/T3A/T4A

445*445*665

445*445*665

445*445*665

445*445*665

14.0

14.0

14.0

14.0

150

150

150

150

415

415

415

415

T-75MWLED40-42

T-75MWLED60-84

LED chips - 3030

40W

60W

42

84

T1B/T2B/T3B/T4B

T1B/T2B/T3B/T4B

445*445*665

445*445*665

14.0

14.0

150

150

415

415

425 425

59
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Bracket:

750*520*270/6pcs
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MD-06D LED Module

MD-06B LED Module



Technology data

T-75MI

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MILED30-16

T-75MILED40-16

T-75MILED60-24

T-75MILED75-36

LED chips - 3535/5050

30W

40W

60W

75W

16

16

24

36

4 IN 1

4 IN 1

4 IN 1

6 IN 1

445*445*665

445*445*665

445*445*665

445*445*665

10.3

10.3

10.5

10.5

195

195

195

195

490

490

490

490

T-75MILED40-56

T-75MILED60-84

LED chips - 3030

40W

60W

56

84

14 IN 1

14 IN 1

445*445*665

445*445*665

10.3

10.5

195

195

490

490

425 425

100

81
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T-75MS

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MSLED30-16

T-75MSLED40-16

T-75MSLED60-24

T-75MSLED75-36

LED chips - 3535/5050

30W

40W

60W

75W

16

16

24

36

4 IN 1

4 IN 1

4 IN 1

6 IN 1

445*445*665

445*445*665

445*445*665

445*445*665

10.3

10.3

10.5

10.5

195

195

195

195

490

490

490

490

T-75MSLED40-56

T-75MSLED60-84

LED chips - 3030

40W

60W

56

84

14 IN 1

14 IN 1

445*445*665

445*445*665

10.3

10.5

195

195

490

490

T-75MW

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75MWLED30-16

T-75MWLED40-16

T-75MWLED60-24

T-75MWLED75-36

LED chips - 3535/5050

30W

40W

60W

75W

16

16

24

36

4 IN 1

4 IN 1

4 IN 1

6 IN 1

445*445*665

445*445*665

445*445*665

445*445*665

14.0

14.0

14.0

14.0

150

150

150

150

415

415

415

415

T-75MWLED40-56

T-75MWLED60-84

LED chips - 3030

40W

60W

56

84

14 IN 1

14 IN 1

445*445*665

445*445*665

14.0

14.0

150

150

415

415

425 425

59
5

31
.5

10
3

70
0

425 425

37
3

668

10
37

Bracket:

750*520*270/6pcs

T-75MI Series T-75SI Series

Technology data

T-75SI

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75SILED30-16

T-75SILED40-16

LED chips - 3535/5050

30W

40W

16

16

4 IN 1

4 IN 1

315*315*470

315*315*470

5.6

5.6

504

504

1036

1036

T-75SILED30-56

T-75SILED40-56

LED chips - 3030

30W

40W

56

56

14 IN 1

14 IN 1

315*315*470

315*315*470

5.6

5.6

504

504

1036

1036

T-75SS

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75SSLED30-16

T-75SSLED40-16

LED chips - 3535/5050

30W

40W

16

16

4 IN 1

4 IN 1

315*315*590

315*315*590

5.8

5.8

378

378

777

777

T-75SSLED30-56

T-75SSLED40-56

LED chips - 3030

30W

40W

56

56

14 IN 1

14 IN 1

315*315*590

315*315*590

5.8

5.8

378

378

777

777

T-75SW

Code Power LED Qty Optics Packing Size Weight Pcs/20" Pcs/40"

T-75SWLED30-16

T-75SWLED40-16

LED chips - 3535/5050

30W

40W

16

16

4 IN 1

4 IN 1

445*445*535

445*445*535

7

7

260

260

520

520

T-75SWLED30-56

T-75SWLED40-56

LED chips - 3030

30W

40W

56

56

14 IN 1

14 IN 1

445*445*535

445*445*535

7

7

260

260

520

520

Accessories options

Code

PC diffuser

for T-75MN

for T-75MN

for T-75MI

for T-75MI

220000323

210000308

3/4” Copper Screw 250000093

250000094

IP68 Connector 320000047

Ø60 Fixing Arm 210000431

Adapter required for install on the pole.

Fixing Arm 250000466

Adapter required for install on the pole.

Fixing Arm 250000648

300 300

64
5

100

300 300

19
0

327

52
6

70
7

300 300

45
0

76

87


